Trim | 57670W1'5n Job Name: Job Type: Quantity: Comments:

PRODUCT DESCRIPTION FINISHES OPTION
Thin discs of evenly illuminated LED create the impression of recessed lighting. The die-cast aluminum housings are
available in White, Black, Satin Nickel, and Polished Chrome all with a thoughtfully recessed White polycarbonate . Black (BK)

diffuser. High efficiency and good color rendering make this a perfect choice for your next project.
Satin Brass (SBR)

Satin Nickel (SN)

MEASUREMENTS
DIMENSION S16"L x16"W x 1.5"H White (WT)
— 1 HANGING WEIGHT ~ : 5.661b

LAMPING GLASS

INPUT VOLTAGE ~ : 120V White WT

LUMENS : 2,750 Rated (2,000 Del.)

BULB - 1 x 25W LED PCB Integrated , 25W Total MATERIAL

BULB INCLUDED : (Integrated) PC, steel

T I —— DIMMABLE 1 ELV or Triac CL

CRI :90 CRI RATINGS

COLOR_TEMP + 3000K cELusWet Location
O
ADDITIONAL
RATED LIFE 50000 Hours
OPERATING TEMPERATURE:

-20°C (-4°F), 40°C (104°F)
PHOTOMETIC: Report Found Online

Always consult a qualified electrician before installing any lighting product.




