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PRODUCT DESCRIPTION FINISHES OPTION
Indirect exterior lighting not only provides illumination where you want but it also highlights the building structure
for a beautiful architectural effect. Our collection of up and down lighting fixtures are available in both . Architectural Bronze (ABZ)

Architectural Bronze, Black, and Brushed Aluminum.
Brushed Aluminum (AL)

- MEASUREMENTS
) ) DIMENSION : 3.5"W x 10.25" Hx 6" Ext MATERIAL
3.5" @q]“ BACK PLATE : 475"W x2.5"H x 5.25" HCO Die Cast Aluminum
L \ HANGING WEIGHT  : 3.531b
- LAMPING
INPUT VOLTAGE £ 120V E';‘TT:SGS
N LUMENS : 840 Rated Wet Location
. BULB : 2x 6W LED PCB Integrated , 12W Total
10.25° 4 BULB INCLUDED : (Infegrated)
- DIMMABLE ‘N €.
CRI - 80+ CRI
— COLOR_TEMP - 3000K
I?‘ LIGHTING_DIRECTION : Up/Down ADDITIONAL
INSTALL UP/DOWN: Al
OPERATING TEMPERATURE:

20°C (-4°F), 40°C (104°F)

Always consult a qualified electrician before installing any lighting product.
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